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Introduction

JetView Pro is Industrial Innovation Network Management software (i>-NMS). So
JetView Pro is also called i>-NMS for short. It is specifically designed for the mission
critical industrial environments. The JetView Pro provides a comprehensive
platform for monitoring, configuring, and maintaining mission-critical IP-based
communication networks, such as IP surveillance, factory automations, mining,
substations, maritime, and military applications.

System Requirements

Hardware
- Processor
Minimum Intel Core 2 Duo CPU 2.5 GHz or higher
- RAM
1GB RAM
- Disk
1GB hard disk

Software
- Operation system
Windows XP/2000/2003 platforms
- Java Runtime Environment(JRE) 1.6.0 or higher
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Installation

1. Run setup.exe.

InztallShield Wizard

Preparing to Install...

Korenix JetView Pro Setup is preparing the InstallShield
Wizard, which will guide wou through the program setup
process, Please wait,

Preparing to Install...

[IIIIIIIIIII ]

Cancel

nann

S

2. Press Next to next screen.

Eorenix Jet¥iew Fro - InstallShield Wizard

Welcome to the InstallShield Wizard for Koremix
Jet¥iew Pro

The InzstallShield "Wizard will install Korenis Jettfiew Pro on
your camputer. Tao continue, click West,

X

¢ Back L_ﬂ_e:-:w ;] [ Cancel
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3. Input User Name and Company Name and Press Next to next screen.

Eorenix Jet¥iew Fro - InstallShield Wizard

Customer Information

Pleaze enter your information.

Uzer Mame:

|Jnhn |

Company Marme;

| k.oreni

[nztall this application for:

(%) Anyone who uses this computer [all users)

() Only for me [admin]

< Back " Mewt > ][ Cancel

4. Select Typical and press Next to next screen.

Eorenix Jet¥iew Fro - InstallShield Wizard

Setup Type

Select the zetup type to ingtall.

Click the type of setup vou prefer, then click Hest,

@iupi.;ag Program will be inztalled with the most common optiohz. Becommended For
T ozt users.

() Compact  Pragram will be installed with minimum required options.

) Custom You may gelect the options you want to install. Recommended for advanced
LIZETE,

< Back " Mewt > ][ Cancel
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Eorenix Jet¥iew Fro - InstallShield Wizard

Setup Status

k.orenix Jetiew Pro iz configuring your new software installation.

C:A\Program Fileshk.orenizhletfiew ProsbintRestart) etiewPro. exe

Cancel

5. Press Finish to end installation.

Eorenix Jet¥iew Fro - InstallShield Wizard

InstallShield Wizard Complete

Setup haz finished inztalling F.oreni Jetiew Pro on pour
conputer.

< Back Finizh Cancel
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On the desktop or in Start / Programs / Korenix / Korenix JetView Pro /

, there are two program shortcuts (as figure).

Getting Started

JetView Pro is base on server/client network architecture. There are one NMS
server and many remote access NMS clients (maximum is 5) on Korenix NMS
applications™.

Because of the access synchronization, we only allow one client entered the Edit
mode at the same time and the other clients on Monitor mode. The default allowed
password entered two modes is “korenix”. The Monitor mode can only allow viewer
to browse the topology. The Edit mod.e can use all functions.

Start JetViewPro server on Server site
1. Start / Programs / Korenix / Korenix JetView Pro /Launch
JetViewPro(Server Mode)

2. Enter password into monitor mode and press “Ok”.
Note that the default password for Monoitor Mode access is “korenix”.

Jet¥iew Pro Remote Access X
Fassword for Monitar Client
Roroni |
(o )

! Only one remote client connection per computer. Té server will refuse the new connection if there is

already one session exist.
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3. Display JetView Pro Main Window.

s

E Management Confiztretion  Help
jEdit Mode | @ Web Erowser (o SWMP Browser | (S0 Scan Network  FastScan | g;f;a Preferences  Zoom E
Mapl Topologyr | Al Devices ‘
f z =
koren Ix Your Industrial Computing & Networking Partner
v
e B
Event Mansgement I! SNMP Trap Recei\(eri Al Events {VJ W Filler ||| sk AL
- | Ack | Type | Categony I Receive Time J Souree Component Mesmage
2 d - Application Info 2009-09-02 14:21:25  JetWiew Pro Service Remote Aocess Authentication is success in Mondtor mode, From:127.0.0.1/5764
1 ™) - Application Info 2009-00-02 14:17:12  JetView Pro Service JetView Fro Started
!

Start JetViewPro client on Client site
1. Start / Programs / Korenix / Korenix JetView Pro /Launch
JetViewPro(Client Mode)

2. Enter server address to connect. (ex. Server IP: 192.168.10.100)

P Please enter server addiess
W J

[1o2 165 10100 |

| ok || Coeal |
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3. Enter password into monitor mode and press “Ok.

Note that the default password for Monitor Mode access is “korenix”.
%]

Jet¥iew Pro Eemote Access

Faszword for Monitor Client

korenix |

| Ok || Concel |

4. Display JetView Pro Main Window.

jEdit Mode | @ Web Erowser (o SWMP Browser | (S0 Scan Network  FastScan | g;f;a Preferences  Zoom E
Mapl Topologyr | Al Devices ‘
i = =
koren Ix Your Industrial Computing & Networking Partner
v
e B
Event Mansgement " SNMP Trap Recei\(eri Al Events {VJ W Filler ||| sk AL
- | Ack | Type | Categony I Receive Time J Souree Component Mesmge
2 d - Application Info 2009-09-02 14:21:25  JetWiew Pro Service Remote Aocess Authentication is success in Mondtor mode, From:127.0.0.1/5764
1 ™) - Application Info 2009-05-02 14:17:12  JedTiew Pro Service JetView Fro Started
!
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Enter Edit mode

1. Click on Edit Mode on the toolbar, it displays Password dialog.

) Tet¥ ! W anngh
Fil: Management Confisurstion Help
CTtzshFi.mi fEdit Mode] | @ WebBrowser {  SNMF Browser | & Scan Netwoik &~ Fast Scan | ‘;é,’PIEfE]E]‘IEES Zoom B

Mapl Topology | ll Devices |
e
korenlx Your Industrial Computing & Networking Partner

Pagswornd for Edit Client

[orenix |
—r—
[+
3 — [3]

Bvent Management | SNME Tusp Receiver | Al Events t“] 0 Bl ||| dekoAll

1D | Ak | ;fype | C‘aﬁegmry ‘ R‘e:ei_\;e Time | Homree -C.E.Jmpamnt Mesaage

4 & [ App]jcah.t_:nn Info 2009-09-04 17:f1D 36 JetView Pro Service Remote Access The client leave Edit morlg. From:127.0.0.1/5281

b [m] - Application Info 2009-09-04 17:40:32  JetView Pro Service Remote Access Authentication iz success i Edit mode. From:127.0.0.1/5281

2 [™] (. Application Info 2009-09-04 17:40:25  TetView Pro Service Remote Access Authentication iz suecess in Monitor mode. From:127.0.0.1/5281

1 ™ o Application Info 2009-09-04 17:34.5%  TetView Pro Service TetView Fro Staoted

2. Input password and press OK.
Note that the default password for Edit Mode is “korenix”.

3. After entering Edit Mode, the button will become green.

&l
File Monagement Configurstion Help

'-:1%& Find [ 4 Ed | @ WebBrowser | SNMP Browser | [C@:_lScanNetwdrk ‘;’ Fast Scan | @Preferemes Zoom E
Mapl

J Topology || A1 Devices |

L]
kor'enlx Your Industrial Computing & Networking Partner

Fast scan (add devices)

To update installed network components (or devices), click on Fast Scan on
the toolbar and select one of your NIC which connect to devices. It displays all
Korenix devices in the network on the Topology tab.
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. ent blgivect Help

E{% Find | @ Web Browser | SNMP Browser | I-[é;iSc:aanlﬂei\.'.fc-rk | Q_ééPreferences oo
apl J Topc-lc-g}ru A1 Dervices |

e
koren Ix Your Industrial Computing & Networking Partner

Interface 192.166.10.146

l tart I Cancel ]

J Topalogy u Al Devices'l

L]
korenlx Your .fndusrrf;l Compyring & Networking Partner

i
192.168.10,251 192.15&.10.25.9 192,168,101 192.158.10.1 132.168.10.103 192168103

Auto Topology

1. To let “Auto Topology” working, each device MUST enable LLDP function
on installed network devices. Enter Web screen to confirm whether if LLDP
is enabled.

a. Use mouse to select one device on the Topology tab which you want to
enable LLDP.

b. Mouse right-click the selected device and click on the Web Browser
menu-item of pop-up menu.
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S

on.t'b'on ﬁe :

O P [[BHMEEE| @ Web Browser

Mapl

.. SHMP Browser | @ Sean Network 5;5 Fast Scan | @ Preferences Zoom

192.168.10.254

Topology |m);f;c¥|
f

192.168.10.42
192.168.10.19
192.168.10.11
192.168.10.14.
192.168.10.12
192 168.10.47

192.168.10.44.
@ 192.168.10.45

°
Korenlx Your Industrial Computing & Networking Partner

=]

=

=]

=]

=

=]

=]

@ 1921681041 o a a

@ 1921681037 e e o
@ 192.162.10.13 ) ;_% = \3 i;-:g\\?
@ 192 168.1017 nm i i AR
@ 192,168,104 ' ¥ Delete i i % rH %
w igg-igg-iggi | 19216810,  WebEwowser  168.10.42 | 192.168.10.19 192.168.10.11
8 19216810, o o il | | L |
@ 192 168.10.32 SHME Browses

@ 1921681038 Telnet

@ 1921681034 B ssu

@ 1921681036 .

@ 192.168.10.18 ing

@ 1082.165.10.26 Refrssh

=

c. When the login screen appears, login with the user name and
password.
The default login User Name and Password: admin/admin

r_f.'-_.:_Knren.iJ; Jeilet SwitchManager - Windows Internet Explorer

P—— ==
e |_g, b 4192, 168.10.1 i

%84 x (o

Switch Manager

Site: 192.168.10.1

Please enter user name and password.

X]

User Name: |

Password: I

‘ 0],1 H Cancel ‘

il

-
e

& s iy~

&, 100%

JetView Pro Getting Started Guide



korenix

# ! 55

www.korenix.com

d. Click on the tree node Topology Discovery

o= [ Basic Setting

o= [ Port Configuration LLDP =

¢ [ Network Redundancy LLDP Configuration
o [ WLAN

o= [ Traffic Priotitization LLGEE frer |
o= ] Multicast Filtering :

& £ SNMP LLDF hold time |
o= [ Security

o= [ Warning

% CJ Monitar and Diag LLDP Port State

[ MAC Address Table Local neighbor ‘ Meighbor ‘ Meighbor
[y Port Statistics Part ID IP YID
rj Fort Mirraring

|j| Event Log

[»]

Topology Discovery

rj Fing

B Dewice Front Panel

E‘| Save

rj Logout

[4]

Apphy

e. Confirm whether if LLDP is enabled. If Disable, please set Enable and
press Apply . You can manual set the timers of LLDP.
The range of LLDP timer is 5~254 and LLDP hold time is 10~255.
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2. Create a connection between the two devices. (ex. 192.168.10.1 and
192.168.10.10)
a. Mouse right-click on the Topology tab and click on Auto Topology on
pop-up menu. It will display as follows:
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b. Press OK to display the following of screen:
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